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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-502-A+NONE - 1ft

Test Number

1

Test Date

Wed Aug 09 15:08:55 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 109.68 109.68 109.68 109.68 109.68
5 107.37 108.98 107.41 109.5 109.22
10° 10791 108.13 105.62 106.48 107.36
. 15° 10717 102.31 106.64 108.56 106.42
Cone of Light
20° 104.74 103.64 104.71 105.07 103.78
Mtg Height Light Level Beam Diameter 25° 99.16 98.26 99.53 98.07 96.08
6 ft 3fc 17 ft 30° 92.04 9745 9624 96.92 94.02
8 ft 2fc 22 it 35° 8919 8878 86.8 90.87 86.24
101 1fc 8 ft 40° 8262 8292 8197 815 7775
12 # 1fc 34 ft 45° 723 7521 7611 76.25 73.52
15 ft 0fc 49 ft 50° 66.87 66.68 67.74 6852 70.33
55° 5599 5649 5939 5209 46.84
60° 4575 4584 46.89 3416 33.01
Input:
65° 36.89 3718 2941 2776 29.92
Number of Lamps: 19 70° 2783 2678 1937 2373 2542
Lumens per Lamp: 17.37 Im 75° 1763 1465 1466 129 11.16
Input Watts: 3.8W 80° 8.48 6.92 5.57 3.98 441
85° 2.32 1.7 1.2 0.99 0.99
Output:
90° 0.12 0.12 0.1 0.08 0.07
Efficiency: 90.3%
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