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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-014-C+WHITE - 11t

Test Number

1

Test Date

Fri Aug 18 13:59:48 2017
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60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4481 4481 4481 4481 4481
5° 4454 4394 4449 43.67 4418
10° 4356 4292 4274 4339 43.33
Cone of Light 15° 4154 4277 4197 4241 419
20° 40 40.38 405 40.71 40.96
Mtg Height Light Level Beam Diameter 25° 38.18 3851 3856 39.17 39.82
6 ft 1fc 16 ft 30° 36.04 36.11 36.99 368 36.98
8 it 11c 29 ft 35° 3355 33.81 3409 34.76 34.3
10 ft 0fc 27 ft 40° 3096 3115 3168 3183 31.75
124 0fc 33 ft 45° 2812 2843 28.84 2012 28.77
151t 0fc Mt 50° 2489 2532 2569 2537 25.13
55° 21.37 21.81 22.07 21.73 21.54
Input: 60° 17.61 18.36 18.31 18 1743
65° 14.38 14.65 1451 1427 13.85
Number of Lamps: 10 70° 1052 10.94 10.72 104 1038
Lumens per Lamp: 16.9Im 75° 715 735 731 7.01 6.96
Input Watts: 2.3W 80° 4.03 41 419 395 376
Output: 85° 167 168 162 144 133
90° 038 035 022 017 0.16
Efficiency: 71.3%
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