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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PH3K-24V+CH-014-C+WHITE - 11t

Test Number

1

Test Date

Fri Aug 18 14:35:41 2017
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0° 2250° 45° 67.50° 90°
0° 86.31 86.31 86.31 86.31 86.31
5° 8539 87.12 8517 8597 83.23
10° 83.63 83.74 84.63 8554 85.51
Cone of Light 15° 81.37 81.74 82.09 8257 82.51
20° 78.85 78.04 79.33 80.3 79.58
Mtg Height Light Level Beam Diameter 25° 7547 7474 7572 7658 76.96
6 ft 2 fc 16 ft 30° 7014 70.77 71.84 7179 7226
8 it 11c 29 ft 35° 66.07 662 6631 673 67.1
10t 1fc o7 f 40° 6038 603 6152 6135 61.06
12 t 11c 33 ft 45° 54.05 54.68 55.89 563 55.69
151t 0fc Mt 50° 4841 49.02 4957 4911 48.19
55° 42.03 4231 4297 4229 4214
Input: 60° 34.69 35.08 35.85 34.96 34.46
65° 27.49 2858 28.09 2725 26.85
Number of Lamps: 19 70° 20.82 20.96 20.83 20.38 19.75
Lumens per Lamp: 17.37 Im 75° 13.84 1413 1393 1356 13.24
Input Watts: 3.8W 80° 7.79 8 813 762 732
Output: 85° 34 332 309 284 266
90° 0.89 0.68 0.5 035 027
Efficiency: 71%
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