X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-202-A+NONE - 11t

Test Number

1

Test Date

Thu Oct 12 15:18:10 2017
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0° 2250° 45° 67.50° 90°
0° 56.47 56.47 56.47 56.47 56.47
5° 5752 5457 56.01 5581 55.76
10° 5421 56.26 54.07 55.87 56.33
Cone of Light 15° 52.38 546 5432 5451 526
20° 5217 51.89 5099 5292 53.45
Mtg Height Light Level Beam Diameter 25° 51.69 51.16 50.35 50.01 50.08
6 ft 2 fc 18 ft 30° 47.85 47.45 47.89 48.06 48.31
8 it 11c 24 ft 35° 4367 46.65 447 4567 45.39
10 ft 1fc 29 ft 40° 4149 4136 4148 4279 41.71
12 t 0fc 35 ft 45° 3711 3821 39.64 3806 38.13
15 ft 0fc 44 it 50° 33.82 3371 355 33.88 3423
55° 28.46 30.06 30.22 3043 31.28
Input: 60° 2222 2543 26.8 2544 2442
65° 17.87 19.86 213 16.56 14.21
Number of Lamps: 10 70° 12.85 1544 13.08 1218 13.89
Lumens per Lamp: 16.9Im 75° 8.68 964 826 1012 10.05
Input Watts: 2.3W 80° 4.51 5 583 6.04 541
Output: 85° 138 195 216 202 1.87
90° 0.15 037 046 043 0.38
Efficiency: 94.4%
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