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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°

Catalog Number
PJ3K-24V+CH-202-A+NONE - 1ft

Test Number

150° 150° 1
140° 140°
1302 130° Test Date
b/ N Thu Oct 12 14:03:25 2017
1107 110°
1007 100°
0°-180° —
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 9270r e
70° 70°
60° 60 Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2827 2827 2827 28.27 28.27
5° 2715 2834 2745 275 2834
10° 2796 275 2736 2714 27.72
Cone of Light 15° 2739 264 2652 2735 27.28
__Lone ot Light
200 26 2611 26.09 2659 26.37
Mtg Height Light Level Beam Diameter 25° 2523 2495 2529 2532 24.59
6 ft 1fc 18 ft 30° 242 2407 2417 2458 246
8 it 0fc 24 ft 35° 2236 2261 2206 23.14 23.33
10 ft 0fc 30 ft 40° 2036 20.58 20.82 21.78 21.76
12 # 0fc 36 ft 45° 1865 18.79 19.74 19.16 19.01
151t 0fc 451 50° 17.01 174 1765 1693 17.43
55° 14.74 1479 1527 1559 15.63
60° 11.05 1244 1313 1286 11.93
Input:
65° 885 972 1051 799 7.16
Number of Lamps: 10 70° 654 741 664 622 6.69
Lumens per Lamp: 8.45Im 75° 422 493 423 508 513
Input Watts: 11W 80° 22 2.4 293 288 264
Output: 85° 066 098 1.04 1.01 093
_utput:
90° 005 018 024 022 022
Efficiency: 94.4%
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