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PHOTOMETRIC REPORT

Polar Plot Catalog Number
PJ3K-24V +CH-217-N+NONE - 11t
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. 1800 1700 Test Number
to0e 170180 700 est Numbe
150° 150° 1
140° 140°
1302 130° Test Date
1207 120°
Wed Aug 16 12:19:57 2017
1107 110°
1007 100°
0°-180° -—
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 902700 e
70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2738 2738 2738 27.38 27.38
5° 2741 2783 27.03 28.42 28.98
10° 27.28 27.75 29.02 27.75 29.23
. 15° 2522 27.6 2823 2854 27.33
Cone of Light
20° 2597 2662 27.6 28.14 27.33
Mtg Height Light Level Beam Diameter 25° 2521 2616 27.64 27.21 29.05
6ft 1 fc 14 1t 30° 2466 2452 2616 27.47 23.45
8 ft 0fc 19t 35° 2178 2226 24.86 13.93 14.04
10 ft 0fc 23 ft 40° 1975 205 16.88 17.24 18.24
12 ft 0fc 28 ft 45° 1772 191 1313 1656 16.16
15 ft 0fc 35 ft 50° 157 153 1226 1294 10.26
55° 1352 1232 1074 488 3.63
60° 1073 974 6.06 277 253
Input:
65° 849 686 271 256 3.37
Number of Lamps: 10 70° 587 375 211 412 459
Lumens per Lamp: 8.45Im 75° 329 169 215 171 156
Input Watts: 11w 80° 121 074 075 055 0.53
Outout: 85° 019 021 026 032 037
_utput:
90° 0.02 004 003 002 001
Efficiency: 75.8%
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