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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-228-N+CLEAR - 11t

Test Number

1

Test Date
Fri Aug 18 13:51:28 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 5428 5428 5428 5428 54.28
5° 56.75 5262 53.82 53.71 53.44
10° 5252 5235 5197 51.94 5291
Cone of Light 15° 53.56 53.23 521 5259 54.53
20° 50.39 5151 5154 5339 5251
Mtg Height Light Level Beam Diameter 25° 4798 4852 51.44 47.84 47.96
6ft 2fc 151t 30° 44.84 46.75 46.59 4561 48.57
8t 1fc 20 ft 35° 42.09 4279 4322 4438 451
10 ft 1 fc 25 ft 40° 36.6 38.84 37.87 4161 4433
121 0fc 30 ft 45° 3462 3545 36.88 42.04 4491
15 1t 0fc 37 50° 31.07 3256 3394 3395 21.77
55° 2713 272 29.07 116 11.36
Inout: 60° 2214 2336 15.84 1193 16.74
65° 16.43 17.18 9.63 16.45 17.48
Number of Lamps: 19 70° 1191 1045 1051 1266 13.82
Lumens per Lamp: 8.53 Im 75° 74 6.15 753 6.14 427
Input Watts: 1.06 W 80° 345 3.03 245 1.8 1.68
Out|g ut: 85° 064 069 054 055 056
90° 0.03 003 003 0.01 0.01
Efficiency: 87.5%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



