X
1
()

IES FILE

PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°

Catalog Number
PL3K-24V+CH-228-N+CLEAR - 11t

Test Number

150° 150° 1
140° 140°
130° 130° Test Date
2 0 Thu Aug 17 15:52:39 2017
1102 110°
1007 100°
0°-180° —
90° 90° 22.5°-202.5°
45°-225°
67.5°-247.5° e
80° 80° | 9v-270° -—
70° 70°
60° 60° Candela Distribution
50° 50°
40° 400
0° 2250° 45° 67.50° 90°
0° 2699 2699 26.99 26.99 26.99
5° 28.06 28.19 2752 2797 27.82
10° 2843 2785 27.18 27 26.14
. 15° 2711 2729 2729 2822 27.89
Cone of Light
20° 25.65 2542 26.8 28.43 27.66
Mtg Height Light Level Beam Diameter 25° 26.27 2556 26.32 24.74 25.11
6 ft 1fc 15 ft 30° 2493 25.05 244 2352 2351
8 ft 0fc 20 it 35° 2273 22.85 22.66 2261 23.16
101 0fc 24 ft 40° 2158 2159 2132 2159 22.65
12 # 0fc 29 ft 45° 19.6 19.15 19.31 22 22.36
15 ft 0fc 37 ft 50° 152 16.38 18.7 1759 10.66
55° 13.46 1347 1535 628 5.65
60° 11.63 1165 7.69 6.4 8.67
Input:
65° 9.02 9.1 491 8.62 8.98
Number of Lamps: 10 70° 6.7 573 543 639 737
Lumens per Lamp: 8.45Im 75° 3.8 3.25 4 315 222
Input Watts: 11W 80° 177 1.61 1.3 099 0.92
Output: 85° 035 033 028 031 0.31
__Uutput:
90° 0.01 0.03 0.02 0.01 0.01
Efficiency: 87.8%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



