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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-228-N+FROSTED - 1t

Test Number

1

Test Date
Thu Aug 17 17:05:13 2017
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50° 50°
40° 40°
P 20 0° 2250° 45 67.50° 90°
0° 11361 113.61 113.61 113.61 113.61
5° 11118 109.62 11275 113.02 109.36
10° 107 108.06 108.63 107.38 109.5
. 15° 103.52 105.74 104.96 104.84 104.95
Cone of Light
20° 99.41 99.64 101.13 101.55 101.01
Mtg Height Light Level Beam Diameter 25° 93.14 9496 9486 9576 95.91
6 ft 3fc 15t 30° 88.89 89.02 89.62 8348 89.74
8 it 21c 20 ft 35° 8151 8255 8252 827  82.89
10 ft 1 fc 25 ft 40° 7479 75 75.69 7424 7482
12 ft 1fc 30 ft 45° 68.09 6769 6746 6721 66.23
15 ft 1fc 37 ft 50° 59.86 59.89 5929 5827 57.23
55° 5091 51.03 50.63 49.36 49.27
60° 4162 4233 4159 4039 39.58
Input:
65° 3391 3364 3252 3172 3148
Number of Lamps: 81 70° 2472 2484 2425 234 229
Lumens per Lamp: 4.811m 75° 1654 16.36 1594 1543 1514
Input Watts: 2.84W 80° 897 9.2 8.69 8.14 7.79
85° 3.63 3.57 3.23 2.8 2.76
Output:
90° 0.75 0.48 0.3 0.36 0.41
Efficiency: 73.3%
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