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Catalog Number
PQ3K-24V+CH-228-N+FROSTED - 1t

Test Number

1

Test Date
Fri Aug 18 12:08:19 2017
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0° 169 169 169 169 169
5° 163.28 168.29 165.65 167.11 166.59
10° 160.14 162.09 161.27 162.37 163.92
. 15° 156.2 155.24 157.71 158.91 157.07
Cone of Light
20° 151.07 149.55 148.77 150.1 152.49
Mtg Height Light Level Beam Diameter 25° 14229 142.08 143.17 143.31 144.34
6ft 5fc 15 ft 30° 131.73 13255 134.45 133.98 134.14
8 ft 3 fc 20 ft 35° 121.93 123.83 124.79 123.32 123.41
10 ft 21fc o5 ft 40° 11313 11311 11289 11208 11272
12 ft 1fc 30 ft 45° 101.05 102.98 99.76 98.92 98.36
15 ft 11c 37 ft 50° 8941 88.68 8355 86.57 86.24
55° 7742 76.86 7487 7397 718
60° 6415 634 61.68 60.09 59.81
Input:
65° 49.91 4975 4894 4716 46.58
Number of Lamps: 40 70° 366 3699 3594 3452 34.16
Lumens per Lamp: 14.59 Im 75° 2437 2459 2352 2282 2197
Input Watts: 8w 80° 1321 1357 13.02 1228 1224
Outout: 85° 551 5.38 4.6 4.4 4.31
_utput:
90° 097 068 052 054 058
Efficiency: 73.1%
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