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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-228-N+FROSTED - 1ft

Test Number

1

Test Date
Fri Aug 18 14:08:30 2017
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a0 o 0°  2250° 45° 67.50° 90°
0° 46.04 46.04 46.04 46.04 46.04
5° 4544 46.68 46.75 46.53 46.55
10° 4491 4492 4499 45.04 4499
Cone of Light 15° 437 4343 43.78 43.84 43.25
20° 4197 4184 4177 4221 4239
Mtg Height Light Level Beam Diameter 25° 39.27 39.35 3931 39.95 40.33
6 ft 1fc 15t 30° 36.5 36.86 37.67 37.46 37.58
8 it 11c 20 ft 35° 3417 3411 3423 34.42 33.81
10 ft 0fc o5 ft 40° 3107 312 3121 31.06 31.15
124 0fc 30 ft 45° 28.18 2823 27.83 27.77 27.64
151t 0fc 3 ft 50° 2477 2479 2443 2429 2412
55° 21.35 2122 2096 2053 20.37
Input: 60° 17.62 17.52 1728 16.8 16.61
65° 13.91 1391 136 1321 13.01
Number of Lamps: 19 70° 1012 10.29 10.08 9.68 9.57
Lumens per Lamp: 8.53 Im 75° 6.68 683 6.61 633 6.21
Input Watts: 1.06 W 80° 385 379 356 346 3.28
Output: 85° 15 144 133 124 118
90° 0.32 0.2 015 015 0.16
Efficiency: 73.2%
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