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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
MX3K-24V+CH-228-N+FROSTED - 1t

Test Number

1

Test Date
Fri Aug 18 13:17:27 2017
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50° 50°
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30° 0° 2250° 45° 67.50° 90°
0° 9575 9575 9575 9575 95.75
5° 9642 93.13 9417 94.03 92.86
10° 91.67 91.65 90.27 91.78 92.32
Cone of Light 15° 89.14 8717 88.95 90.31 88.44
20° 83.72 83.53 8478 86.11 86.37
Mtg Height Light Level Beam Diameter 25° 79.88 80.61 819 812 807
6ft 3fc 151t 30° 7415 7495 7513 76.09 747
81t 1fc 20 ft 35° 68.76 69.29 69.93 69.92 69.09
101 1fc o5 f 40° 645 6315 6385 6274 63.55
12 t 11c 29 ft 45° 56.8 5729 57.04 56.34 56.06
15 1t 0fc 37 ft 50° 5049 5009 5002 49.45 4842
55° 4313 43.03 426 41.78 41.03
Inout: 60° 3591 35.69 3526 3422 33.82
65° 28.66 27.62 2755 26.75 26.76
Number of Lamps: 19 70° 20.75 20.82 2053 19.8 19.54
Lumens per Lamp: 17.37 Im 75° 1355 1371 134 128 12.09
Input Watts: 2.09W 80° 771 796 727 692 6.52
Out|g ut: 85° 3.02 295 261 254 265
90° 048 036 032 033 029
Efficiency: 73%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



