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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-228-N+FROSTED - 1t

Test Number

1

Test Date

Thu Aug 17 15:18:33 2017
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20 0°  2250° 45° 67.50° 90°
0° 2469 2469 2469 2469 24.69
5° 2398 2483 248 23.89 2439
10° 2345 2371 2348 23.82 237
Cone of Light 15° 232 2272 2282 227 2318
200 21.68 21.89 21.83 2211 221
Mtg Height Light Level Beam Diameter 25° 20.63 20.79 20.73 20.86 20.96
6ft 1fc 151t 30° 1941 195 1939 19.6 19.72
8 it 0fc 20 ft 35° 17.9 18.09 18.09 18.03 17.87
10 ft 0fc 25 ft 40° 1642 1639 16.47 16.37 16.38
124 0fc 30 ft 45° 149 1473 1473 1465 14.36
151t 0fc 37 ft 50° 1301 1299 129 1266 1253
55° 1111 11.18 11.08 10.85 10.66
Input: 60° 9.28 9.2 911 889 873
65° 729 734 709 698 6.74
Number of Lamps: 10 70° 531 537 526 501 497
Lumens per Lamp: 8.451Im 75° 353 358 344 331 3.4
Input Watts: 11W 80° 195 201 191 179 178
Output: 85° 0.78 072 0.7 0.64 0.59
90° 0.13 011 0.08 0.08 0.09
Efficiency: 73.7%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



