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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-228-N+WHITE - 1t

Test Number

1

Test Date

Thu Aug 17 15:40:11 2017
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50° 50°
40° 40°
0 0°  2250° 45° 67.50° 90°
0° 2167 2167 2167 21.67 21.67
5° 2235 2149 2142 2144 21.69
10° 21.28 2065 21.31 2129 21.24
Cone of Light 15° 20.72 206 2054 20.86 20.69
20° 19.94 19.86 20.05 20.21 20.32
Mtg Height Light Level Beam Diameter 25° 1933 1893 191 19.05 187
6ft 1fc 151t 30° 1793 18 17.95 17.79 17.64
8 it 0fc 21 ft 35° 16.62 16.63 1659 16.59 16.48
10 ft 0fc 26 ft 40° 1525 1533 1519 1507 14.82
124 0fc 31 ft 45° 1379 1379 1365 1344 136
151t 0fc 0 ¢ 50° 1222 1222 1183 11.79 11.65
55° 10.37 105 1022 10.01 9.96
Input: 60> 861 868 844 819 8.07
65° 695 678 667 642 6.29
Number of Lamps: 10 70° 5 5,05 492 477 464
Lumens per Lamp: 8.45Im 75° 336 341 322 3.06 3.06
Input Watts: 11W 80° 197 191 181 1.7 1.62
Output: 85° 078 076 068 0.61 0.6
90° 0.14 0.1 0.07 0.07 0.07
Efficiency: 68.1%
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