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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V +CH-409+NONE - 11t

Test Number

1

Test Date
Fri Oct 13 11:28:42 2017
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a0 o 0°  2250° 45° 67.50° 90°
0° 3214 3214 3214 3214 3214
5° 3231 3023 30.19 30.66 30.43
10° 31.95 301 2929 29.29 29.75
Cone of Light 15° 30.17 29.48 30.06 29.26 30.64
20° 2939 2799 2954 2913 29.78
Mtg Height Light Level Beam Diameter 25° 29.07 27.64 2812 27.01 27.45
6 ft 1fc 13 ft 30° 2598 272 2643 264 26.06
81t 1fc 17 ft 35° 24.63 25.11 24.02 23.09 20.38
10 ft 0fc o1 ft 40° 2301 2264 2237 1132 645
12 ft 0fc 05 ft 45° 21.28 2097 1528 6.34 9.52
15 ft 0fc 32 it 50° 18.83 19.09 843 126 158
55° 1551 1476 842 1459 1471
Inout: 60° 13.1 96 10.84 13.14 13.82
65° 1059 715 1008 9.63 7.37
Number of Lamps: 10 700 872 616 6.65 261 242
Lumens per Lamp: 8.45Im 75° 6.05 47 252 236 23
Input Watts: 11W 80° 297 216 116 093 094
Out|g ut: 85° 11 0.5 027 015 0.1
90° 0.07 002 0.01 0 0
Efficiency: 88.5%
Questions/Support | 800-789-3810 ext. 2 | support@kelvix.com 013018NH



