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PHOTOMETRIC REPORT
_ Polar Plot

o 180° 1700
160 170 170° 460°

150° 150°
140° 140°

1307 130°
1207 120°

1107 110°

1007 100°

0°-180° —
90° 22.5°-202.5°

45°-225°

67.5°-2475° e

90°

Catalog Number
PJ3K-24V+CH-409+WHITE - 1ft

Test Number

1

Test Date

Mon Aug 21 11:37:11 2017
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50° 50°
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0° 2250° 45° 67.50° 90°
0° 21.88 2188 2183 21.88 21.88
5 21.07 2129 2175 2145 21.39
10° 20.84 2132 2127 2116 20.84
Cone of Light 15° 21.06 20.45 20.58 20.12 20.56
20° 19.71 1956 19.68 19.64 19.34
Mtg Height Light Level Beam Diameter 25° 1932 18.83 185 185 18.44
6 ft 1fc 15t 30° 17.69 17.57 17.31 17.01 16.87
8 it 0fc 20 ft 35° 16.43 1626 1597 1554 15.49
101 0fc 25 f 40° 1504 1491 1451 1408 13.98
124 0fc 30 ft 45° 1355 1334 1296 1242 1224
151t 0fc 37 50° 1191 1181 1124 1089 10.68
55° 10.36 10 961 915 9.06
Input: 60° 8.46 8.2 795 7.48 7.3
65° 6.65 656 613 582 554
Number of Lamps: 10 70° 504 483 453 412 4.02
Lumens per Lamp: 8.45Im 75° 337 322 292 266 259
Input Watts: 11W 80° 194 177 162 1.4 1.43
Output: 85° 0.82 0.7 058 047 043
90° 0.17 0.1 0.03 0.01 0.01
Efficiency: 65%
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