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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
VT3K-24V+CH-502-A+CLEAR - 1t

Test Number

1

Test Date

Wed Aug 09 18:28:44 2017
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70° 70°
60° 60° Candela Distribution
50° 50°
40° 40°
0° 22.50° 45°  67.50° 90°
0° 3412 3412 3412 3412 3412
5° 340.34 325.05 344.82 338.96 345.37
10° 317.62 327.39 33329 3306 325.56
. 15° 318.61 332.98 326.65 322.42 312.44
Cone of Light
20° 316.41 323.15 321.02 304.67 314.13
Mtg Height Light Level Beam Diameter 25° 31525 296.51 301.68 30556 299.8
6 ft 9fc 16 ft 30° 287.31 291.57 2833 295.89 296.02
8 ft 5 fc 22 it 35° 26453 266.75 260.76 272.46 271.18
101 3fc 27 40° 2444 24808 2517 25402 254.74
12 # 2fc 32 ft 45° 220.73 2204 229.68 231.71 227.65
151t 2 fc A0t 50° 19844 19445 2019 20392 2032
55 16712 174 172.36 166.84 146.59
60° 1402 14519 136.74 106.84 104.54
Input:
65° 107.06 1136 9265 83.29 88.99
Number of Lamps: 39 70°  76.5 78.4 584 6554 68.69
Lumens per Lamp: 25.64 Im 75° 50.17 4379 4227 3696 33.29
Input Watts: 6.63 W 80° 2545 19.82 1624 1218 11.82
85° 6.79 5.1 3.48 3.02 3.33
Output:
90° 0.36 0.33 0.25 017 0.19
Efficiency: 90.2%
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