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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-502-A+CLEAR - 1ft

Test Number

1

Test Date

Wed Aug 16 17:03:23 2017

80° 80° | o270r e
70° 70°
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 5246 5246 5246 5246 52.46
5° 53.6 5351 5432 5551 5529
10° 51.95 5121 5475 53.14 51.76
Cone of Light 15° 5139 512 5169 53.02 51.87
20° 49.86 51.39 50.61 50.79 48.83
Mtg Height Light Level Beam Diameter 25° 485 4772 4925 50.04 48.92
6 ft 1fc 16 ft 30° 46.17 46.29 46.08 46.46 48.58
8 it 11c 21 ft 35° 4177 4367 44 4374 44.71
10 ft 1 fc 27 ft 40° 3926 39.2 40.47 39.95 40.56
12 t 0fc 39 ft 45° 3529 36.28 37.38 37.63 37.82
15 ft 0fc 40 it 50° 314 3235 3315 3503 333
55° 26.51 27.75 29.72 26.94 2237
Input: 60° 223 23.18 23.62 16.84 16.03
65° 17.52 18.35 14.02 14.05 15.16
Number of Lamps: 19 70° 1298 1291 944 1196 123
Lumens per Lamp: 8.53Im 75° 8.61 7.2 736 656 544
Input Watts: 1.06 W 80° 419 333 285 205 1.96
Output: 85° 1.02 086 056 049 0.5
90° 0.05 006 005 0.04 0.04
Efficiency: 90.4%
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