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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PJ3K-24V+CH-502-A+FROSTED - 1ft

Test Number

1

Test Date

Wed Aug 16 16:09:31 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 2442 2442 2442 2442 2442
5° 2425 2432 2473 2435 241
10° 24.07 2356 24.05 24.02 23.89
Cone of Light 15° 22.65 23.04 23.85 23.59 23.51
20° 21.62 21.83 225 2272 23.06
Mtg Height Light Level Beam Diameter 25° 2055 20.86 21.66 21.89 21.87
6 ft 1fc 16 ft 30° 1919 19.67 20.28 20.73 20.92
8 it 0fc 21 ft 35° 17.99 18.36 18.86 19.4 19.34
10 ft 0fc 26 ft 40° 1619 1679 17.61 17.91 17.83
124 0fc 30 ft 45° 1485 1531 1596 16  16.14
151t 0fc 39 ft 50° 1321 137 1413 1398 1386
55° 11.32 11.85 12.08 11.78 11.56
Input: 60° 942 10.01 10.08 9.62 9.36
65° 757 808 796 752 7.56
Number of Lamps: 10 70° 569 601 594 565 548
Lumens per Lamp: 8.45Im 75° 38 405 407 383 3.69
Input Watts: 11W 80° 212 237 241 226 227
Output: 85° 087 095 1.06 1.05 095
90° 0.18 0.21 0.2 0.16  0.16
Efficiency: 78.3%
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