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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
PL3K-24V+CH-502-A+FROSTED - 1ft

Test Number

1

Test Date

Wed Aug 09 16:34:29 2017
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0 0°  2250° 45° 67.50° 90°
0° 50.78 50.78 50.78 50.78 50.78
5° 49.75 48.11 48.69 49.06 47.92
10° 4818 47.87 4775 482 47.66
Cone of Light 15° 4588 457 46.25 4759 46.93
20° 43.55 43.75 4508 46.18 4543
Mtg Height Light Level Beam Diameter 25° 4073 421 431 43.83 43.62
6ft 1fc 151t 30° 38.11 39.45 40.85 41.36 41.57
8 it 11c 20 ft 35° 3563 36.39 37.93 38.92 38.72
10t 1fc 26 ft 40° 3226 33.87 3509 3554 3587
124 0fc 31 ft 45° 2943 3076 3212 32.33 32.16
151t 0fc 3 ft 50° 2631 2762 2838 27.97 27.67
55° 22.76 23.76 2428 2351 23.41
Input: 60° 18.79 19.95 20.14 1925 18.81
65° 1499 16.06 159 1514 14.82
Number of Lamps: 10 700 1122 1172 1195 1133 11
Lumens per Lamp: 16.9Im 75° 769 824 815 778 7.51
Input Watts: 2.3W 80° 435 469 482 465 45
Output: 85° 173 193 213 207 198
90° 0.38 0.4 0.37 0.3 0.34
Efficiency: 78.4%
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