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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
M3K-24V+CH-502-A+FROSTED - 1ft

Test Number

1

Test Date

Wed Aug 16 17:10:53 2017
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50° 50°
40° 40°
0° 2250° 45° 67.50° 90°
0° 4913 49.13 4913 4913 49.13
5° 47.69 4711 4722 46.81 47.34
10° 4529 45.02 4586 46.22 46.48
Cone of Light 15° 43.88 43.68 44.87 4543 4534
200 419 422 4329 43.83 4417
Mtg Height Light Level Beam Diameter 25° 39.26 39.93 40.62 4223 424
6 ft 1fc 15t 30° 37.33 3748 391 39.63 39.82
8 it 11c 20 ft 35° 34.38 34.86 36.33 36.98 37.42
10 ft 0fc 25 ft 40° 3124 3247 34 3427 345
12 t 0fc 30 ft 45° 2839 2925 30.44 30.82 30.53
151t 0fc 3 ft 50° 2511 261 2716 27.07 26.65
55° 21.53 22.64 233 2276 2237
Input: 60° 18.01 19.14 19.27 18.46 18.22
65° 14.22 1539 15.19 1465 14.28
Number of Lamps: 19 70° 108 1146 1137 10.8 10.56
Lumens per Lamp: 8.53Im 75° 729 765 7.82 76 7.31
Input Watts: 1.06 W 80° 399 441 455 443 433
Output: 85° 168 181 198 194 1.89
90° 041 039 036 033 029
Efficiency: 78.3%
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