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PHOTOMETRIC REPORT
_ Polar Plot
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Catalog Number
DK3K-24V+CH-502-A+FROSTED - 11t

Test Number

1

Test Date

Wed Aug 16 16:30:19 2017
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50° 50°
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P 0°  2250° 45° 67.50° 90°
0° 1106 1106 110.6 110.6 110.6
5° 108.26 107.96 106.6 109.17 102.76
10° 104.52 103.63 105.06 106.21 107.05
. 15° 100.25 101.44 101.45 102.48 103.1
Cone of Light
20° 9432 96.87 98.03 99.42 99.22
Mtg Height Light Level Beam Diameter 25° 89.52 90.81 9326 9447 94.99
6 ft 3fc 15 ft 30° 8298 8544 884 8951 88.42
8 ft 2fc 20 it 35° 7683 787 8254 84.02 83.49
10 ft 1 fc 25 ft 40° 7124 7262 7566 765  76.46
12 ft 1fc 30 ft 45° 6361 6564 67.87 6892 69.05
15 ft 0fc 38 it 50° 56.41 59.04 6037 59.67 59.37
55° 4835 5052 5161 50.61 49.76
60° 4037 4224 4239 4157 40.74
Input:
65° 31.81 3367 3392 3231 3142
Number of Lamps: 81 70° 2385 2563 2514 2411 23.72
Lumens per Lamp: 4.811m 75° 16.05 1738 174 1632 16.03
Input Watts: 2.84 W 80° 898 988 1034 9.9 9.74
85° 3.62 4.02 4.43 437 4.43
Output:
90° 09 0.88 0.83 0.69 0.68
Efficiency: 73.1%
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